N owadays medical imaging modalities such as magnetic resonance imaging (MRI) and computed tomography (CT) provide the images as precise diagnostic tools. MRI and CT scans are the most widely used methodologies to visualize human anatomy. Medical images often need pre-processing before being represented as diagnostic tools. Image denoising is one of the usual procedures in digital image processing, and it has an important role as a preprocessing step in various applications. The development of denoising algorithms is a very challenging issue because the diagnostic information must be pre-Original ABSTRACT Background: Nowadays, image de-noising plays a very important role in medical analysis applications and pre-processing step. Many filters were designed for image processing, assuming a specific noise distribution, so the images which are acquired by different medical imaging modalities must be out of the noise.
served while removing the noise. There are many works that use different methods for denoising medical images. There are two basic approaches to image denoising that include spatial filtering and transform domain filtering methods.
Most of the spatial filters are median based filtering techniques, which use the order statistical information of the pixels in the test window. There are so many other filters such as weighted median (WM) filter [1] , Center Weighted Median (CWM) filter [2] , Adaptive Center weighted median (ACWM) filter [3] , Switching Median filter [4] , Multi-State Median (MSM) filter [5] , Directional Weighted Median filter [6] , Second-Order Difference based Impulse Detection filter [7] , Modified Directional Weighted Median based filter [8] and Modified Weighted based filter [9] which were proposed in the literature to remove impulses in the images. In the last decade, various denoising algorithms based on wavelet transform were introduced. Wavelets give a paramount performance in image denoising due to properties such as multi-resolution structure and sparsity [10] . Many studies which focused on the fusion of the denoising approaches have been done. These approaches were applied using both wavelet and curvelet transform [11] , hybridization of wavelet and center weighted median filters [12] and also neural networks and deep learning [13] for eliminating the noise of the image.
Chawla et al. [14] proposed a method for removing the additive white Gaussian noise from the CT images in three phases; preprocessing, training and testing. The CT images were transformed using multi-wavelet transformation and then obtained multi-wavelet coefficients were the inputs of the adaptive Neuro-fuzzy inference system. In some other studies, the main objectives of denoising methods for obtaining the best estimate of the original image from its noisy version were based on using rearrangement of pixels and principal component analysis (PCA) [15] , total varia-tion approach and complex dual-tree wavelet transform [16] , signal-preserving technique based on spectral subtraction [17] and modified spatial filtration approach with adaptively decision on the masking center [18] .
Ali et al. [19] [20] [21] proposed a noise reduction technique using thresholding and window based multi-wavelet transformation for CT images. This technique, especially was appropriate for removing additive white Gaussian noise and its results showed enhancement in the quality of CT images. Jia et al. [22] proposed a synchronization algorithm of contrast enhancement and denoising by applying a differential equation of limited adaptive histogram equalization and improvement PM model. Golshan et al. [23] presented an LMMSE-based method for the three-dimensional denoising of MR images which had been modeled MR data as random fields. So the method could construct a principled way for choosing the samples from a large portion of the given data. The parameters of the proposed filter are automatically selected from the estimated local SNR. In some studies, different hybrid filtering techniques such as a hybrid min filter and hybrid max filter for the removal of Gaussian noise, impulse noise or random noise from medical images were investigated. These methods were incorporated into spatial and frequency domain analysis. The quality of the noise reduction methods was determined by the statistical quantity measures [24] [25] [26] [27] . Oulhaj et al [28] proposed a denoising task for different kinds of medical images by NL-Means algorithm and the effectiveness of the discussed algorithms were compared on the basis of SNR, PSNR, RMSE the mean structure similarity index. Devasena and Hemalatha [29] proposed a new scheme based on applying a series of filters by the combination of the Kernel, Sobel, and Low-pass (KSL) filtering techniques each of which was used to modify the stable estimate into greater agreement. In other studies, techniques that used genetic programming based approach and fuzzy ge-netic algorithm to find the optimal composite filters for removing all types of impulse noise from medical images were proposed [30] [31] [32] [33] . In this study, we propose a sequence of filters for denosing of medical images that are selected by the hybrid genetic algorithm (GA) and particle swarm optimization algorithm (PSO). Then the quality of noise reduction is measured and compared between these algorithms.
Material and Methods

a) Sequential filters
In this analytical study, the sequence filters for producing models are selected by the hybrid optimization algorithm. Order filters such as median, max and min filter, Gaussian filter, average filter, unsharp filter, Wiener filter, log filter and sigma filter are 9 filters, which are used for the denoising images in this technique. We use a Wiener filter to produce better results than linear filtering. The Wiener filter (a type of linear filter) is applied to image adaptively.
In such a case that variance is small, Wiener filter performs more smoothly and is more selective than a comparable linear filter to preserve high-frequency parts and edge of an image. Also, when the noise is constant power additive noise, such as Gaussian noise, the Wiener filter works better. At least the model is implemented on medical images and the performances are evaluated by statistical quantitative measures. PSNR is most easily defined via the mean squared error (MSE). For a noise-free monochrome image (I (m×n)) and its noisy approximation (N), the definition of MSE can be:
The PSNR (in dB) is defined as: 2 10 10 log ( )
MAX I is the maximum possible pixel value of the image. Structural similarity (SSIM) index is a method for measuring the similarity between two images to improve on traditional methods such as PSNR and MSE. The SSIM metric is calculated on various windows of an image and is measured between two windows x and y of common size K×K: 
Where μ x , μ y is the average of x and y, σ x 2 .σ y 2 is the variances of x and y and σ xy is the covariance of x and y.
In the proposed approach, genetic algorithm (GA) with the particle swarm optimization algorithm (PSO) is used as a denoising tool, to find the best sequence of filters for denoising task. Hybrid filter is a sequential filter where different filters are arranged in a sequence to obtain the best noise-free image. GA is a computational optimization method that searches all parts of the solution space with a different kind of solution or a group of features subset to find the best answer in each iteration. In GA, the searching process only needs to determine the value of the objective function at different points and also, no additional information like differentiation of function is needed. The most important operator in the GA algorithm is the crossover that creates a new population by a combination of chromosome depending on their selection. The parents that are selected for crossover, transfer their genes with each other to create new offspring. Crossover can eliminate fragmentation or genetic variation in the population. Mutation is another operator that creates the variety of solutions. In mutation operator, one gene may be removed from the subset or create a new gene that has been added to the population. PSO algorithm was developed by Eberhart and Kennedy in 1995 [34] . Each particle with a velocity adjusted by its own memory and its neighbors is moving in the search space to find the best solutions. The main difference is that there is no crossover and mutation operator in PSO, hence it is more likely to be caught in a local minimum. But the best particle in PSO can remember and affect the other particles. So this property of the algorithm can lead to faster convergence. In contrast to the PSO algorithm, the chromosomes in the GA algorithm share the information with each other. Illustration of the pseudo code of algorithm for medical denoising application is shown in Figure 1 . One purpose is to increase the statistical quantity measures values by selecting the best sequence of filters using the proposed hybrid PSO/GA algorithm without the need of user trial-and-error for the parameter selection.
In the following we have to make the initial population. The initial parameters in genetic and PSO algorithm are shown in Table 1 .
First, the populations with N chromosome are created randomly. The length of particles or chromosomes can be explained as, adding the number of features which have been selected based on filters and 6 additional genes which have been used for determination of optimum parameters of filters. Primary random and binary Initialization takes place first, in such a way that 1 shows the existence of a filter in the system and 0 is the meaning of not existing of that filter. Now each chromosome is a word of bits in two main parts. The first part is equal to the number of filters (segment 1), and the second part is used for determining and designing their parameters.
The second segment of a chromosome (two bits of the chromosome) determines the size value for 9 types of filters such as averaging, min, max, median, Gaussian and Wiener. The third segment shows the parameters of the order filter. We assigned 2 and 4 bits for the second and the third parts respectively, which were converted to the decimal number during the procedure.
The fitness values for all particles have to be calculated in order to determine the functionality of each particle, which is called validation of particles. In this step, the fitness values for all particles are calculated to determine the functionality of each particle, which is called validation of particles.
For PSO approach we propose the updating procedure of the best particle as x gbest and the best personal memories of each particle x ibest in the whole population. Also, velocity and position of the particles are updated based on the equation below:
In this paper, we have used a binary PSO algorithm [35] , so the velocity of the updating procedure would be different. In the binary algorithm, the concept of the velocity is changing to means of probability and the velocity is explaining the probability of the existence of 1 in position. The amount of the velocity is considered between 0 and 1 which explains the probability of being 1 in a position. So the velocity would be calculated from the equation (4) in the real state. Then the velocity has been mapped to the value of 0 and 1 by limiting sigmoid function and at the final state the position of the particle (i) is determined by the equation below:
It is to consider that, for increasing the velocity of the system divergence, the limitation issue of velocity in the system can be considered based on maximum and minimum velocity. It is important to note that in genetic operators, there is no discussion on speed changes or the best memory of offspring. Hence we have determined the best memory of offspring based on the best memory of parents, which have the best fitness value. The speed can be selected randomly.
The roulette-wheel approach has been used for selection in the proposed method. After the steps for parent selection, the steps executing the genetic operators commence. Single point, double point and uniform crossover by random probability are used to benefit these crossover methods simultaneously. Figure 2 is the flowchart of the whole process. This flowchart summarizes how the system works and the relationships between the optimization part and the evaluation part are shown.
The proposed method was tested on CT and MRI images. We applied the composite of different types of noise such as salt and pepper noise, speckle noise and Gaussian noise to each image to make it noisy in two models. The first model is the combination of about 5% of each 
Results
Here we used PSNR, RMSE and SSIM values as our fitness function of the PSO and GA algorithms which is directly proportional to these values. PSNR is a popular quality metric because it is easy and fast to calculate. In gen-eral, a higher quality image should correlate to a higher PSNR value. The results of the algorithm on datasets are shown in Figure 3 for noise model 1 and Figure 4 for noise model 2.
Discussion
To investigate the accuracy of the proposed PSO/GA hybrid algorithm, the results were examined in greater detail. For each MRI and CT datasets, the evaluation parameters such as PSNR, RMSE, and SSIM are calculated. Also, the comparison between these two optimization algorithms to find the best parameters and the best sequence of the filter to get the best free noise images are demonstrated in Table 2 for noise model 1 and Table 3 for noise model 2.
Another comparison was made between the proposed algorithm and other presented algorithms. Table 4 shows the results of the comparison based on PSNR and RMSE value.
Conclusion
Performance of proposed denoising algorithms is measured using quantitative and statistical measures as well as visual quality of the images. There have been several published methods, each of which approach has its assumptions, advantages, and limitations. An appropriate and ideal denoising procedure requires a priori knowledge of the noise, whereas a practical procedure may not have the sufficient information about the noise model or the variance of the noise. In this paper, we present a new approach by applying hybrid of GA and PSO algorithms as a denoising process of finding the best sequence of filters. So it seems better results for image denoising are achievable using a series of filters that are organized by the proposed algorithm. The results of the present study provide a comprehensive comparison of the proposed algorithm and those from previously published sources.
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